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PBA SYSTEMS, a member of the PBA Group,

designs and manufactures motion control products,
including linear servo motors, linear motor modules,
piezo stages, large XYZ Theta stages and special
customized solutions.

PBA Systems also distributes complementing products
such as controllers, servo amplifiers, encoders, air
bearings, etc, to provide complete solutions to our

customers. Qur focus in quality products and sound
technical support has earned us a reputation of being a
reliable motion control partner for our customers.

MAKES A DIFFERENCE
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Founded in 1999, PBA Systems has steadily grown info a leading global supplier of high performance
motion control components and systems.
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* With world wide distrbutors and local offices spanning across the

globe. PBA SYSTEMS products are well covered. INDIA
UK
TAIWAN

MAKING IT GOOD & MAKING IT CHEAP

» We are vertically integrated with China factories to supply the
motor magnets.
» South East Asian factories for machining and assembly.

KOREA

O DISTRIBUTORS
FAST REACTION & SHORT LEAD TIME L

* We hold vast stocks of work in progress parts. KOREA

» We are equipped to accomodate highly customised designs. GERMANY

« PBA staffs work around the clock to deliver goods on time.
UK

SWITZERLAND
USA

ITALY

ISRAEL

CHINA
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CVC Series

Voice Coil Motor v High Frequency for Short Stroke Motion Systems PART NUMBERING

“-\., CVC Series Part Numbering System

%ﬂ—HF—G.S—O_Af

Diameter @ (mm) Special Feature Wire Length (m)

Blank - Standard 0.15 - Standard

CVC SERIES

HF - High Force

CVC Series

CVC 16-5-0.15
CVC 19-6-0.15
CvC 20-10-0.15
CVC 26-5-0.15
CvC 30-15-0.15
CvC 38-10-0.15
CVC 40-5-0.15
CVC 40-HF -6.5-0.15
CVC 40-20-0.15
CvVC 50-30-0.15
CVC 60-25-0.15
CVC 60-HF-20-0.15
CVC 90-HF-20-0.15

We reserve the right to make technical changes at any time without prior notice
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CVC Series
Voice Coil Motor v High Frequency for Short Stroke Motion Systems SPECIFICATIONS
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CVC Series

+ Direct drive, Cogging free  Fast response, low moving mass ¢ Non contact between core and coil movement « Excellent reliability

Performance

CVC16-5 CVC19-6 CVC20-10 CVC26-5 CVC30-15 CVC38-10
Stroke mm 5 6.4 10 5) 15 10
Peak Force N 243 3.54 4.92 9.00 13.60 25.26
Continuous Stall Force @ 100°C* N 0.71 1.03 1.43 2.63 3.97 7.32
Continuous Stall Force @ 125°C* N 0.81 1.18 1.64 3.00 453 8.42
Peak Power @ 125°C W 21.96 29.42 33.90 33.56 55.76 73.77
Continuous Power @ 100°C* w 1.76 2.32 2.66 2.66 4.41 5.75
Continuous Power @ 125°C* W 2.44 3.27 3.77 803 6.20 8.20
Electrical

Unit CVC16-5 CVC19-6 CVC20-10 CVC26-5 CVC30-15 CVC38-10
Peak Current A 3.03 272 257 1.54 1.88 2.25
Continuous Stall Current @ 100°C* A 0.892 0.793 0.746 0.450 0.548 0.653
Continuous Stall Current @ 125°C* A 1.011 0.907 0.855 0.513 0.626 0.751
Force Constant @ Mid Stroke N/A 0.80 1.30 1.92 5.85 7.24 11.21
Back EMF Constant @ Mid Stroke V/mls 0.80 1.30 1.92 5.85 7.24 11.21
Coil Resistance @ 25°C ohm 1.70 2.83 3.67 10.09 11.26 10.35
Coil Resistance @ 100°C* ohm 222 3.69 478 13.15 14.67 13.49
Coil Resistance @ 125°C* ohm 2.39 397 5.15 14.17 15.81 14.53
Inductance @ 1kHz (Inside fully) mH 0.14 0.29 0.44 2.22 2.38 347
Motor Constant @ 125°C* N /W 0.52 0.65 0.85 1.55 1.82 2.94
Max. Terminal Voltage Vdc 48 48 48 48 48 48
Thermal
Unit CVC16-5 CVC19-6 CVC20-10 CVC26-5 CVC30-15 CVC38-10

Thermal Resistance @ 100°C* °C/W 42.55 32.34 28.18 28.17 17.02 13.04
Thermal Resistance @ 125°C* °C/W 40.99 30.59 26.55 26.82 16.14 12.20
Max. Coil Temperature °c 150 150 150 150 150 150
Mechanical

CVC16-5 CVC20-10 CVC30-15 CVC38-10
Coil Assembly Weight g ) 5 10 15 25 45
Magnet Assembly Weight g 10 23 32 56 100 168
Dimensions

CVC16-5 CVC19-6 CVC20-10 CVC26-5 CVC30-15 CVC38-10
A mm 16.0 19.0 20.0 26.0 30.0 38.0
B mm 6.7 15.7 16.6 22.0 252 31.2
(¢ mm 10.8 15.8 19.0 20.0 245 275
D mm 16.5 24.0 31.0 275 39.0 39.0
E mm 8.0 9.0 10.0 12.0 16.0 20.0
F mm 8.0 9.0 10.0 12.0 126 20.0
X mm M3 M3 M3 M3 M3 M4
Y mm M3 M3 M3 M3 M3 M4
Notes:

1. * Ambient temperature 25°C, natural convection, no heat sink.
2. Specifications tolerance — inductance +/-30%, all others +/-10%.

We reserve the right to make technical changes at any time without prior notice

PAGE 05



I' I; ASYSTEMS MAKES A DIFFERENCE
www.pbasystems.com.sg
CVC Series
Voice Coil Motor v High Frequency for Short Stroke Motion Systems SPECIFICATIONS
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CVC Series

+ Direct drive, Cogging free  Fast response, low moving mass ¢ Non contact between core and coil movement « Excellent reliability

Performance

CVC40-5 CVC40-HF-6.5| CVC40-20 CVC50-30 CVC60-25 | CVC60-HF-20 | CVC90-HF-20
Stroke mm 5 6.5 20 30 25 20 20
Peak Force N 2045 55.45 28.75 44.95 72.20 131.10 384.44
Continuous Stall Force @ 100°C* N 5.92 16.09 8.34 13.14 20.90 37.72 111.41
Continuous Stall Force @ 125°C* N 6.82 18.48 9.58 14.98 24.07 43.70 128.15
Peak Power @ 125°C W 50.63 104.14 86.66 137.38 166.93 273.72 433.69
Continuous Power @ 100°C* w 3.94 8.13 6.77 10.90 12.98 21.03 33.80
Continuous Power @ 125°C* W 5.63 11.57 9.63 15.26 18.55 30.41 48.19
Electrical

CVC40-5 CVC40-HF-6.5| CVC40-20 CVC50-30 CVC60-25 | CVC60-HF-20 | CVC90-HF-20
Peak Current A 2.65 2.15 1.88 2.54 3.51 2.85 9.46
Continuous Stall Current @ 100°C* A 0.766 0.624 0.545 0.742 1.016 0.820 2.742
Continuous Stall Current @ 125°C* A 0.882 0.717 0.626 0.846 1.170 0.950 3.154
Force Constant @ Mid Stroke N/A 7.73 25.78 15.31 17.71 20.57 46.00 40.63
Back EMF Constant @ Mid Stroke V/mis 7.73 25.78 15.31 17.71 20.57 46.00 40.63
Coil Resistance @ 25°C ohm 5.15 16.03 17.50 15.19 9.65 24.00 345
Coil Resistance @ 100°C* ohm 6.71 20.89 22.80 19.79 12.57 31.27 4.50
Coil Resistance @ 125°C* ohm 7.23 22.51 24.57 21.33 13.55 33.70 4.84
Inductance @ 1kHz (Inside fully) mH 1.44 5.52 5.59 4.14 3.26 15.40 4.88
Motor Constant @ 125°C* N /AW 2.87 5.43 3.09 3.83 5.59 7.92 18.46
Max. Terminal Voltage Vdc 48 48 48 48 48 400 400
Thermal

CVC40-5 CVC40-HF-6.5| CVC40-20 CVC50-30 CVC60-25 | CVC60-HF-20 | CVC90-HF-20
Thermal Resistance @ 100°C* °C/W 19.05 9.22 11.07 6.88 5.78 3.57 222
Thermal Resistance @ 125°C* °C/W 17.78 8.64 10.39 6.55 5.39 3.29 2.08
Max. Coil Temperature °C 150 150 150 150 150 150 150
Mechanical

CVC40-5 CVC40-HF-6.5| CVC40-20 CVC50-30 CVC60-25 | CVC60-HF-20 | CVC90-HF-20
Coil Assembly Weight g 23 75 60 100 200 410 1190
Magnet Assembly Weight g 78 255 230 526 668 1140 2425
Dimensions

CVC40-5 CVC40-HF-6.5| CVC40-20 CVC50-30 CVC60-25 | CVC60-HF-20 | CVC90-HF-20
A mm 40.0 40.0 40.0 50.0 60.0 60.0 90.0
B mm 34.0 34.8 34.8 424 50.6 52.0 81.6
(¢ mm 12.0 40.5 325 43.0 43.5 90.0 90.0
D mm 17.5 49.3 49.8 67.6 66.1 118.0 109.4
E mm 20.0 20.0 20.0 20.0 30.0 44.0 48.0
F mm 20.0 20.0 20.0 20.0 30.0 44.0 40.0
X mm M4 M4 M4 M4 M5 M5 M6
Y mm M4 M4 M4 M4 M5 M5 M6
Notes:

1. * Ambient temperature 25°C, natural convection, no heat sink.
2. Specifications tolerance — inductance +/-30%, all others +/-10%.

We reserve the right to make technical changes at any time without prior notice
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CVC Series
Voice Coil Motor CONNECTION DIAGRAMS

Connection Diagram for Digital Pulse and Direction Command Control
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FUESC L (E i =8 Digital Motor Power DX/EX/LMS/CVCA
(digital P&D command) R
Pulse <& Sero
Train Drive
Cable Digital 1/0 Main Power
Control Power
Terminals . Main Feedback
Board Digital I/0
Splitted Splitter Hall & Encoder
Encoder Board Feedback
Connection Diagram for Analog Current Command Control
IS
i Analog I/P
i EHEn i) FTe o9 Digital Motor Power DX/EX/LMS/CVCA
(‘analog current command ) Digital 1/0
Servo
Drive
Cable Main Power
Control Power
Teminals o «
Board Voltage §8 <8
Digital 1/0 38 I3
< &
Buffered Hall & Encoder
Encoder Feedback

Note: Please contact PBA Systems for wiring diagrams.

We reserve the right to make technical changes at any time without prior notice
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PBA GROUP

SINGAPORE

PBA (S) Pte Ltd

Headquarters

Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6766

Fax: (65) 6576 6765

Email: enquiries@pba.com.sg
Website: www.pba.com.sg

PBA Solutions Pte Ltd

Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6776

Fax: (65) 6576 6765

Email: enquiry@pbasolutions.com
Website: www.pbasolutions.com

PBA Systems Pte Ltd (601191)
Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6767

Fax: (65) 6484 6768

Email: sales@pbasystems.com.sg
Website: www.pbasystems.com.sg

PBA Technology Pte Ltd (QA251)
Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6760

Fax: (65) 6576 6761

Email: enquiry@pbatechnology.com
Website: www.pbatechnology.com

PBA Spindles Pte Ltd

Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6778

Fax: (65) 6576 6782

Email: sales@pba-spindles.com
Website: www.pba-spindles.com

PM-PBA Pte Ltd

Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,
Singapore 738068

Tel: (65) 6576 6766

Fax: (65) 6576 6765

Email: pm-pba@pba.com.sg

INDIA

PBA Technology Pte Ltd

Address: 212B, 2nd Floor Shivai Plaza,
Marol, Andheri East, Mumbai 400 059,
India

Tel: 91 22 401 58381

Fax: 91 22 401 58389

Email: pbain@pbatechnology.com

INDONESIA

Indonesia Rep: Mr. Raya Tjendrawasi.
H/P: (62)816 4846 547
Email: rayac@cbn.net.id

MALAYSIA

PBA Industries (M) Sdn Bhd
Address: No 12A, Ground Floor Aked
Esplanad, Jalan 14/155B

Bukit Jalil

57000 Kuala Lumpur

Tel: (03) 8993 9101 8993 9102
Fax: (03) 8993 9106

Email: malaysia@pbagroup.net

AL PBA System (M) Sdn Bhd

Address: No 12A, Ground Floor Aked
Esplanad, Jalan 14/155B

Bukit Jalil

57000 Kuala Lumpur

Tel: (03) 8993 9105

Fax: (03) 8993 9106

Email: malaysia@pbagroup.net

PBA Industries (PG) Sdn Bhd
Address: 17-2-5, Bayan Point,

Medan Kampung Relau,

11900, Penang, Malaysia.

Tel: (04) 6427915 / 04-6452916

Fax: (04) 6447434

Email: inquiries@pbaindustries.com.my

A pBA Advantech (M) Sdn Bhd

Address: No 26 & 28, Jalan PTP 1/4,
Taman Perindustrian Tasik Perdana,
47120 Puchong, Selangor

Tel: (03) 8993 9101, 9102, 9103
Email: malaysia@pbagroup.net

PHILIPPINES

PBA (S) Pte Ltd

Philippines Rep Office:

Address: 2, Woodlands Sector 1,
Woodlands Spectrum 1, #03-23,

Singapore 738068

Tel: (65) 6576 6766

Fax: (65) 6576 6765

Email: inffo@pbagroup.net
Website: www.pbagroup.net

THAILAND

PBA Systems (Thailand) Co., Ltd.
Address: 234/118, Asok-Dindaeng
Road, Huakwang, Bangkapi,
Bangkok 10310
Tel: +66 086-548-9969

+66 083-983-4553
E-mail: support@pbathailand.com

JL International Magnetics

Technology Co., Ltd

Address: Nongkhae Industrial Estate
10/19 Soi SRDI Moo4,

Tambon Kokyae, Amphur Nongkae,
Saraburi 18230, Thailand

Tel: 36374024-7

CHINA DISTRIBUTORS
Sales Office SHE&MEAL: USA
MIREMDE (F) BRAF
PBA Linear Motor Co. Ltd.

ERAPEHE— B UEROTEABA GERMANY
#407-A

42 Xinghua Road HuaChuangDa Central ITALY
Business Building,Block A, 407-ABaoan

District, ShenzhenChina 518000 TAIWAN
Tel: (86-755) 216 77507

Fax: (86-755) 216 77506 KOREA
Representative Office AZRALH:
MILRBSEMATRATRNKRE ISRAEL

ERA42XHE—RENER OB ZKEA
#407-B UK
42 Xinghua Road HuaChuangDa Central
Business Building,

Block A, 407-B SWITZERLAND
Baoan District, Shenzhen
China 518000 CHINA

Tel: (86-755) 216 77507
Fax: (86-755) 216 77506

JL Ninbo Konit Nihon Magnetics Co Ltd
Address: Ninbo Economic & Technical
Development Zone China
Postal Code 315803
Tel: (86-574) 862 21333
Fax: (86-574) 862 21789

TAIWAN

MR R B ERRAR
ik EILT RERR355R61222

Address: 6-2 FL No. 35, Min Chuan West
Road, Taipei

Tel: +886 2 2599 3558

Fax: +886 2 2599 3042

HP: +886 982 090 501 / +886 938 030 774
Email: pba.taiwan@pbagroup.net

KOREA

PBA Systems Pte Ltd

Address: Ace Hitech City 2-1504, 775,
Gyeongin-Ro, Yeongdeungpo-Gu,
Seoul, South Korea

Tel: +82-11-897-1531

Email: hs.cho@pbasystems.com.sg

UK

JL Hansell Composites Ltd
Address: Unit 3 T Dicken Industrial Estate,
Station Road, Stokesley, Middlesbrough,
Cleveland, TS9 7AB, UK
Email: gs.sim@pba.com.sg
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no liability can be accepted for any errors or omissions.
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